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Description

HYDROSEAL™ Water Activated Tape is crafted from high-quality, renewable materials. This medium-
duty tape forms a powerful, permanent bond with corrugated boxes, ensuring your packages stay
sealed during transit, no matter the conditions

Product Application

Favored for its tamper-evident properties and eco-friendliness, HYDROSEAL™ Water Activated Tape is
reinforced by 3-way fiberglass and manufactured with water activated adhesive for kraft/corrugated
carton sealing where durability, extra strength, security and reliability are critical.

Storage and Usage Conditions
Application temperature for best performance is 32°F to 104°F.

Performance
The following data are stated values based on standard tests. This data should not be formal
specification.

Physical Properties

Test Unit Value Test Standard
Thickness (with fiber) mils | 7.5+ 0.4 mils ASTM D-3652 / GB/T 7125
Thickness (without fiber) mils | 5.9 = 0.4 mils ASTM D-3652 / GB/T 7125
Tensile Strength (MD) Ibs/in > 64 |bs/in ASTM D-3759v / GB/T 7753
Tensile Strength (CD) Ibs/in > 21 Ibs/in ASTM D-3759 / GB/T 7753
Construction
Top Ply 25 |b Natural Virgin Kraft Paper
Bottom Ply 25 |b Natural Virgin Kraft Paper
MD Reinforcement Fiberglass Pattern (1-1-1-1)
CD Reinforcement Fiberglass Pattern (1-1-1)
Laminating Adhesive Hot Melt Adhesive

Water-Activated Adhesive Modified Starch Based Adhesive
Testing Temperature: 40~80°F Testing Humidity: 40~50%

While we believe the statements and information provided here to be reliable, they are intended for general guidance only and are not
guaranteed for accuracy or completeness. Users must independently determine suitability for their specific purposes through testing or
other means. There is no warranty of fitness for a particular purpose. Our standard terms and conditions of sale apply exclusively to all
orders, and all liability for damages of any kind, including consequential damages exceeding the purchase price, is excluded. No one is
authorized by us to make oral warranties. We reserve the right to make changes.
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